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SCHUPPENPANZER®-Unigrund P (Primer) 

 
Corrosion destroys approx. 4 % of a western industrial country´s gross domestic product; appropriate paint 
application protects values. (Bund Technischer Experten e.V. – Alliance of Technical Experts) 
 
1. Characteristics   SCHUPPENPANZER-Unigrund P is a quick-drying universal thickness 

layer coat containing corrosion-protective pigments which is used for 
application on steel, zinc and aluminium.  
 
SCHUPPENPANZER-Unigrund P is a base material for paint systems 
offering long-term corrosion protection. 

 
The material consists of elastic, non-ageing binding agents based on plastic   
co-polymerisates with corrosion-protective pigments and is heat resistant up 
to 80 °C or 60 °C constant exposure. 
 

 Thickness layer application (80 to 100 µm per phase of operation) leads to a  
reduction of working time 
 
Easy application, good covering of edges ensures high processing safety. 
 
After drying, Schuppenpanzer-Unigrund P may be re-coated with solvent-
based one- and two-component paints based on various raw materials. 

 
2. Range of application SCHUPPENPANZER-Unigrund P is used as a thickness layer primer on 

surfaces consisting of steel, zinc, aluminium and rigid PVC, e.g. for industrial 
plants, steel constructions, pipelines, halls, garage gates, fences, modern 
and antique wrought-irons works. 

 
 Check compatibility in case of contact with PVC sealing compounds. 
 
3. Colours white, mouse-grey, oxide red 
 
4. Coverage approx.    5 m²/l   at a dry film thickness of 80 to 100 µm 
 approx.    4 m²/kg  at a dry film thickness of 80 to 100 µm 
 approx. 250 g/m² / at a dry film thickness of 80 to 100 µm 
 
5. Substrate Pretreatment The substrate must be clean and dry, corrosion and dust free. 

 
Steel: Sandblasting (blank metal, SA 2 ½) is required to obtain long- 
term corrosion protection. 
 
Galvanised surfaces: Clean with diluted liquid ammonia (90 % water,  
10 % liquid ammonia) plus wetting agent (e.g. dish washing liquid,  
1 to 2 caps per 10 litres); use steam jet if required. 

      
     Aluminium: Clean with steam jet if necessary. 



 

 
 
Die in diesem Typenblatt enthaltenen Angaben beruhen auf unserem Forschungs- und Entwicklungsstand. Wegen der Vielseitigkeit der Verarbeitungs- und Einsatzmöglichkeiten ist eine 
Prüfung durch den Anwender für den vorgesehenen Zweck erforderlich – Siehe AVL – The information contained in this data sheet is based on our level of research and development. Revisal 
by the user with regard to the intended aim is necessary due to the diverse processing and application possibilities  –  see GTCS. 
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  6. Coating recommendation Steel, zinc, aluminium 
 1 x SCHUPPENPANZER-Unigrund P 
 
 Re-coatable (steel, zinc, aluminium) 
 2 x SCHUPPENPANZER-P Dickschicht 
 
 Re-coatable (steel, aluminium) 
 SCHUPPENPANZER-M 
 
 
 

  7. Application Material has to be stirred thoroughly before use. 
  
 Brushing / rolling as delivered 
 
 Brushing use bound paint brush in steel ring or soft 

flat brush; apply thickly with short strokes; 
soften the brush marks in one direction 
without applying pressure; avoid strong 
spreading 

 
 Rolling use short-pile lamb skin or velours roller; 

apply thickly; roll in one direction without 
applying pressure; avoid strong spreading 

 
 Compressed air spraying Thinner EV 4 max. 10 % 
  Nozzle size 2.2 to 2.5 mm 
  Pressure 3 to 5 bar 
 
 Airless spraying Thinner EV 4 max. 5 % 
  Nozzle size 0.41 to 0.66 
  Angle  40 to 80° 
  Pressure min. 180 bar 
  Sieve width min. 250 µm 
 
 
 
  8. Drying Values referring to re-workable :  2 to 3 hours 
 23 °C / 50 % humidity  
 DIN 53150 
  
 Film thicknesses and temperatures influence drying.  
 
 
 
 9. Packaging SCHUPPENPANZER 
 Unigrund P 750 ml, 2.5 l, 12.5 kg net 
 Verdünner EV-4 (thinner) 1 l, 2,5 l, 5 l, 30 l net 
 
 
 
10. Storage   18 months 

 


